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The 1603E can be connected to the
remote Configuration Kit, CNFG-
10000. This method of configuration
is ideal for OEM’s for quick setup
and for resellers to easily program a
controller for the specific needs of a
customer.

Setup is simple:

1. Remove the 1603E from the
shipping box or from the case.

2. Snap the push pin connector into the side of the 1603E.
3. Connect the 9 pin connector to the PC’s RS232 port.
4. Connect the Power Supply.
5. Download the setup.

The controller doesn’t need power. WIRING is Not required. The configuration software can download all the parameter. Special setups can be
saved for future downloads.

The Configuration Kit CNFG-10000 consists of the following:
• Configuration Software Windows Based CDROM
• Hardware Connection Assembly
• Power Supply with Standard Wall Plug

The Hardware Connection Assembly has a 9 Pin RS232 connector for hook up to a PC COM Port, a specially designed connector for
connection to the 1603E Configuration Port and a connection for the power supply.
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Accessories

Part Number PCN Description

CNFG-10000 317614 Remote
Configuration
Kit
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Model 1/16 DIN Temperature Controller

1603E SMART Self-Tuning, Field Selectable Thermocouple or RTD Inputs, Nema 4X faceplate
3 digit dual display

Code Output 1 - Heat or Cool

   1 Relay SPDT, 3A, 250VAC, resistive load
   6 SSR drive, 14Vdc at 20mA

Code Output 2 - Cool or Alarm

   0 None
   1 Relay SPST, 2A, 250VAC, resistive load

Code

   0 Add to complete part number

Code Power Supply

   3 100 - 240VAC
   5 24 VAC or VDC

Code

  0 Add to complete part number

1603E -      1    1   0    3   0 Typical Model Number

Complete the model number using the
matrix provided.

Model PCN
1603E-11030 317577
1603E-61030 317585
1603E-11050 317593
1603E-61050 317606

In Stock




